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Proposed Tree Planting
No. Name.       Size. No.
T1 Alnus cordata (Ac) 20-25cm 8
T2 Prunus avium (Pa) 20-25cm 4
T3 Robinia pseudoacacia (Rp) 25-30cm 13
T4 Quercus coccinea (Qc) 30-35cm 6
T5 Quercus petraea (Qp) 30-35cm 36
T6 Gleditsia triacanthos (Gt) 30-35cm 29
T7 Pterocarya fraxinifolia (Pt) 30-35cm 8
T8 Quercus robur (Qr) 30-35cm 19
T9 Fagus sylvatica (Fs) 20-25cm 12
T10 Pinus sylvestris (Ps) 20-25cm 19
T11 Catalpya bignonioides (Cb) 30-35cm 3
T12 Betula pendula (Bp) 20-25cm 12
T13 Malus evereste (Mae) 14-16cm 9
T14 Juglans regia (Jr) 25-30cm 8
T15 Salix babylonica (Sb) 20-25cm 11
T16 Salix babylonica (Sb) 18-20cm 3
T17 Celtis occidentalis (Co) 20-25cm 3
T18 Quercus robur 'Fastigiata' (Qrf) 25-30cm 6
T19 Magnolia ioebnerii 'Margaret Merrill' (Mi) 75L pot 6
T20 Liriodendron tulipifera (Lt) 25-30cm 3
T21 Liquidamber styraciflua (Ls) 30-35cm 12

Proposed Wildflower Planting
No. Name.
W1 Centaura nigra
W2 Plantago lanceolata
W3 Trifolium pratense
W4 Lotus corniulatus
W5 Ranunculus bulbosus
W6 Galium verum
W7 Primula veris 
W8 Leucanthemum vulgaris

Proposed Bulb Planting
No. Name.
B1 Daffodil spp.
B2 Allium spp.
B3 Camassia spp.
B4 Tulipa spp.

2.2M System Fence
Post: 60x60mm RHS at 2.446m centres, panel
fixed to posts with 25 x 25mm slotted clamp bar
using NK M8 tamper- resistant bolt and threaded
nutserts.
Mesh Aperture: 200 x 50mm
Wire Diameter: 6mm horizontal, 5mm vertical.

PROPOSED WILDFLOWER PLANTING
See Schedule

LANDSCAPE TREATMENTS

PROPOSED LANDSCAPE TREATMENT
Grasscrete planted with armeria
maritima

BOUNDARY TREATMENT 1
Proposed Hedge - Fagus sylvatica,
3 per linear metre

BOUNDARY TREATMENT 4
Temporary Palisade Fencing to Existing
Works

BOUNDARY TREATMENT 3
2.2m High Paladin Weldmesh Fence  or
similar approved

PROPOSED LANDSCAPE TREATMENT
Ballylusk dust or similar approved

PROPOSED LANDSCAPE TREATMENT
Watermains
- No Tree planting within existing watermains,
reservoir or reservoir supporting structure

PROPOSED LANDSCAPE TREATMENT
Earth embankment supporting the reservoir

PROPOSED LANDSCAPE TREATMENT
Resin bond path or similar approved

BOUNDARY TREATMENT 5
Retaining Dry Wall, Stone Faced with 1.2m
railing, wall to Eng. Spec or similar approved

PROPOSED LANDSCAPE TREATMENT
Wayleave
- No Tree planting within existing watermains,
reservoir or reservoir supporting structure

PROPOSED BULB PLANTING
See Schedule (top of reservoir)

BOUNDARY TREATMENT
Extent of works for retaining wall
(subject to survey)

BOUNDARY TREATMENT 2
0.9m High Metal bollard (HC2015)

BOUNDARY TREATMENT 6
Stone Butt wall with 1.2m railing
or similar approved

Hedge mix
60-90mm

100% Prunus 'Otto luyken'
50 x 50 stake tied with a
single rubber gut tie.
Double row 3/linear meter

1000mm

Cell Web 150mm to Supplier Spec

Subgrade (Compacted & level)
Geo-textile Membrane

Ballylusk Quartzite Dust 0-10mm

35-50mm Depth Dust 0-10mm,

Treated Timber Edge 150x50mm
fixed with rebar

Ballylusk Dust 100% - 2 layers
NB* - no heavy compaction to be used
on path construction to avoid bearing on
roof of the reservoir
NB* - Maximum 1.5 tonne mini digger
and 950Kg dumper to be used

50mm Sod removed from
existing level

Treated Timber Edge 150x50mm
fixed with rebar

Rebar fixing every 500mm

Slope of 1:4 from
path to existing level

Ballylusk Quartzite
Pedestrian Path Detail

 6mm up-stand.

400 x 400 x 50mm tactile warning flagstone (finish: blister;
color: yellow for uncontrolled crossing @ 1:20 slope on
40mm compacted sand blinding on 225mm cl 808
compacted crushed stone

PC or
insitu kerb

Two rows of Yellow/Red

Tactile slabs
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Boundary Treatment 3+4
Weldmesh System Fence

Phase 1

Boundary Treatment 1
Hedge planting

.9m Metal Bollard

Wildflower
Planting

Grasscrete 1:12
vehicle route

6mm Grit or similar

Subgrade (to be
compacted  & Level)

Grasscrete 40-80mm

Treated timber edge
fixed with rebar

Armeria maritima

System Fence
to ESB substation

Stone Butt
Wall and railing

Boundary Treatment 5 (atop retaining wall)
1.2m High Bowtop Metal Railing, Galvanised and coated black

Resin Bond
Path

Ballylusk
Dust Path

Pedestrian/
Cycle Path

Watermain/Wayleave
-No tree planting within
reservoir area

Grasscrete Detail

09.08.2021 P.R Updated LayoutB

Proposed Development at Dun Gaoithe
Reservoir, Belmont Park, Stepaside,
Co.Dublin

Pedestrian/
Cycle Path

08.09.2021 P.R Updated LayoutC

Wayleave

16.09.2021 P.R Updated LayoutC1

Dust Path Detail to top of Reservoir

30.09.2021 P.R Updated LayoutD

Retaining Dry Wall with
1.2m Railing, Headwall
to be Stone

Vehicular access
route

Relocated Gym Equipment

Double row hedge
to slope, prevent risk
of fall from height

Tactile Paving Detail at Pedestrian Crossings

06.10.2021 P.R Updated SectionsD1
16.11.2021 P.R Revised LayoutE

18.01.2022 P.R Revised LayoutF

Removable Metal
Bollards

Mown Grass Path

04.04.2022 P.R Revised LayoutF1

2.7m extent of works
to Retaining wall

Notes:
- The final position of the retaining wall is subject

to deviation.
-  A survey will be preformed to determine the

extent of works.

2 no. wooden benches
to supplier spec

11.07.2022 P.R ComplianceF2


